
CHEMTROL® PC2100
Programmable Controller

1300 585 820

ORP/pH Control

with 8­line LCD display

The CHEMTROL® PC2100  is a simple and reliable
programmable controllers that features automatic

maintenance of water chemistry, pH and ORP (Free Chlorine

Sensor option) with acid or base feed, programmable super­

chlorination and chemicals savings cycles and display of the

Langelier Saturation Index.

The Main Screen on the 8­line LCD display enables the

operator to supervise all process functions at a glance and to

quickly respond to any changing condition.

With its advanced microprocessor­based technology, the

CHEMTROL® PC2100 programmable controller introduces a
new standard of sophistication in automated control of

sanitizers (chlorine or bromine), oxidizers and pH.

Large 8­line LCD display for easy Operation 

ORP CONTROL of sanitizer and/or oxidizer

activity

pH CONTROL with choice of acid or base feed

Programmable SHOCK TREATMENT and

CHEMICAL SAVINGS cycles

LANGELIER SATURATION INDEX for water

balance

Automatic DATA LOGGING for up to 999 tests

Sensor cleaning with programmable acid wash

control

Flow Cell Assembly and Safety flow swich

Compatible with all common sanitizers and

oxidizers

   FEATURES

CHEMTROL® programmable range of microprocessor­based
controllers are the result of 40+ years of water treatment and

chemical automation research and development. 

With 50,000+ installation worldwide our equipment is relied

upon to guarantee clean and safe water for clients across a

wide array of domestic, commercial and industrial

applications. The CHEMTROL® PC2100 features a 5­year
electronic warranty, it actually pays for itself in less than 2

years through cost saving in operating and maintenance

expenses.

and PPM sensor option

   OPTIONS

Free Chlorine sensor with direct reading in PPM

or mg/l

Web Access ­ Full duplex remote operation

Temperature display ­ Heater control sensor

Conductivity or Total Dissoved Solids control

Return on Investment

http://www.chemtrol.com.au/


www.chemtrol.com.au

CHEMTROL® PC2100 Pool / Spa Installation

ORP CONTROL ­ 200­999 mV, Set­point for oxidizer or
reducer, Programmable shock treatment and chemical

saving cycles  

pH CONTROL ­ 0­14, Set­point for acid or base feed
PPM CONTROL (Optional) ­ 0.1 to 10 or 0.2 to 2 ppm or
mg/l

CONDUCTIVITY MONITORING ­ 0­20,000 μS/cm or
ppm, Conversion Factor for TDS

TEMPERATURE READOUT ­ from ­18 to 60 C
LANGELIER INDEX ­ Calculated from pH, Temp, Total
Alkalinity and Calcium Hardness. Water Balance display

SENSOR CALIBRATION  ­ 1, 2 or 3 points
CONTROL MODES ­ Off, Manual, Automatic,
Timer, ON/OFF or Proportional Feed

DATA LOGGING ­ On­board memory for up to 999 tests,
USB port for datalog download

ALARMS ­ High / Low out­of­range, Run time and
overfeed, Patented Probe Alert Safeguard, Visual, audio

and external alarms

REMOTE OPERATION ­ Web access (optional)

CHEMCOM remote software and graphical display

MECHANICAL ­ 34 x 29 x 17 cm, Rain and splatter proof
NEMA type 3R Cabinet

ELECTRICAL ­ 10 A 110/230 V with selector switch, 
All output and alarm relays 5 A

WARRANTY ­ 5­year on electronics moudle, 1­year on all
other parts

SHIPPING ­ 48 X 48 X 281 cm carton, 9.5 kg

SpecificationsRemote Operation
Web access communications (optional)
The CHEMTROL® PC2100 offers a true duplex operation
with identical duplicate screens on both the controller and

the computer.This unique feature is particularly useful for

remote monitoring, operator training and troubleshooting.

This means that every event on the controller or action on

the remote computer is immediately reproduced on the

other screen. Also allows real­time supervision by

management and remote troubleshooting by a

CHEMTROL® Qualified representative/ Dealer.

True PPM reading
New Solid State Sensor with selective
membrane for Free Chlorine (optional)
The new PPM Sensor is a solid state sensor with

a selective membrane that provides direct

readings of Free Chlorine in water at

concentrations ranging from 0.1 to 10 ppm (parts

per million) or mg/l (milligrams per liter). These

are true readings of Free Chlorine and not

approximate values derived from ORP readings.

A key advantage of this sensor is that it is not

affected by the use of any type of Cyanuric Acid

stabilizer and/or oxidizers, thereby assuring

constant Free Chlorine levels at all times.

Extensive laboratory and field tests have shown

it to be very accurate and reliable.


