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         Included with our programmable controllers;        Wired and wireless access;       

 

 

 

 

 

 

 

 

 Industrial strength waterproof cabinet 
 5-YEAR electronics warranty on the controller 
 Langelier Saturation Index (LSI) 
 Automatic data logging 
 Feed modes: manual, automatic, propotional  
 Alarms: Audio,External, out of range, runtime and overfeed 
 Accumulative run-time projects the next chemical shipment 
 pH/ORP Dynamic Probe Failure Analysis 

(Proprietary technology, US Patent No. 6,657,546) 

You can access your 

CHEMTROL® controller 

using a wired connection 

via an Ethernet cable 

connected to your local 

network, or with a 

wireless connection via a 

compatible 3G/4G router 

with an Ethernet cable. 

 

CHEMTROL® Selection

Features
PC110 PC2100 PC3000 PC4000 PC5000 PC5100 PC6000 PC7000 PC7100

pH control √ √ √ √ √ √ √ √

ORP control OPT √ √ √ √ √ √ √

Free Chlorine control (ppm) OPT OPT OPT √ OPT √

Dual ppm control (Free & Total chlorine) √ √

Heater control √ √ √ √ √ √ √ √

TDS control √ OPT √ √ √ √ √ √

Temperature compensation/ Display √ OPT √ √ √ √ √ √

Dump valve √ OPT √ √ √ √ √ √

Level control OPT OPT OPT √ √ √ √

Pump programs √ OPT OPT √ √ √

Filter control, backwash programs √ √ √ √

UV control √ √

4-20 mA Outputs OPT OPT OPT OPT OPT OPT √ √ √

Remote monitoring with CHEMTROL® Web-

server communication
OPT OPT OPT OPT OPT OPT √ √ √

Programmable controllers Integrated controllers
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CHEMTROL® offers an optional setup solution ready for connection. With excellent designs and 40+ years of experience, we 

have everything mounted onto a customised manifold for you ready for connection. This makes for a hassle free installation 

and minimises the integration work needed to get your water treatment system up and running. 

Manifold assembly; our programmable controllers are assembled 

on 2x 600×400 mm grey PVC sheet, 10 mm thickness. 

 

 

 

 

 

 

 

     

1. CHEMTROL® control system with wired GPOs and/or 
dosing pumps.  

2. Customised assembly manifold ready for connection.  
 

 

 Flow Cell Assembly (FCA) for sensors easy 
installation and maintenance on bypass line 

o pH and/or ORP probes fittings 
o Clear viewing port  
o 2x PVC flow control valve 
o 1x Water sampling spigot 
o Anti-air block line 

 

 PPM clear flow cell with flow indicator and  
plumbing connection parts 

 

 Pedal Wheel Safety Flow switch 
 Cables duct to keep your manifold clean  

and neat after installation.  

 

  

  

 

(UPVC available upon request) 

 

 Up to 4 chemicals injection points   

 Barrel unions for smooth integration   

 Required piping connection parts   

 

Remote Monitoring with CHEMTROL® app;  

Our range of programmable controllers all have remote access capability, so you can control and 

monitor your facility 24/7. With the remote operation function any number of facilities can be 

controlled and monitored from a computer or via our App, available for Android and Apple devices. 

CHEMTROL® Web-server communication offers a true duplex operation with identical duplicate screens 

on both the controller and the computer. This means that every event on the controller or action on 

the remote computer is immediately reproduced on the other screen. This unique feature is particularly 

useful for remote monitoring, operator training and troubleshooting, as well as real-time control of all 

operating functions including status reports and automatic alerts by email or text messages. 
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